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PIPE LINE RULES OF THUMB 


HANDBOOK - 3rd Edition. Edited 
by E.W. McAllister. Published by 
Gulf Publishing Company, Book & 
Software Division, P.O. Box 2608, 
Houston, TX 77252-2608. 542 pages, 
photos, illustrated, soft cover, large 
format, subject index. Price: U.S. $59. 
ISBN 0-88415-094-1. 


Save valuable time and effort with this 
few edition of the popular handbook of 
quick and accurate solutions to everyday 
pipe line problems. Originally published as 
a condensation from the pages of Pipe 
Line Industry magazine, this handbook is 
packed with handy formulas, correlations, 
curves, charts, tables, and shortcuts for 
pipe line construction, design, and engi- 
neering for oil, gas, and products pipe 
lines. 


This extensively expanded third edition 
is 25% bigger and more comprehensive 
than ever before. New articles cover calcu- 
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lating the length of pipe in bends; spacing 
and pipe supports; pipe threads; commis- 
sioning petrochemical lines; vacuum dry- 
ing; variable orifice rotary control valves; 
relief valve selection, sizing, installation, 
and testing; calculating the properties of 
liquids; calculating pressure and tempera- 
ture losses for viscous crudes; transient 
pressure analysis; reciprocating pumps; 
and risk assessment. New conversion 
tables improve the versatility and useful- 
ness of the book, and the chapters on weld- 
ing, electrical design, and corrosion have 
been expanded and updated. 

Popular, practical, and useful — Pipe 
Line Rules of Thumb Handbook/3rd 
Edition gives you fingertip access to a 
wealth of proven pipe line solutions. 


FRACTALS IN GEOGRAPHY by 
N.Siu-Ngam Lam and L. De Cola. 
Published by Prentice Hall, Route 59 
at Brookhill Dr., West Nyack, NY 
10994. 308 pages, photos (some 


colour), illustrated, cloth, subject 
index. Price: U.S. $65. ISBN 0-13- 
105867-3. 


Written and compiled for anyone inter- 
ested in fractals, this comprehensive guide 
examines the use of fractals in geography 
and the fractal characterization of geo- 
graphic phenomena. 

In Part I, Nina Siu-Ngam Lam and Lee 
De Cola introduce readers to fractals, 
explaining what a fractal is, describing 
fractal phenomena, and demonstrating 
fractal patterns. In Parts I-IV, eighteen 
leading scientists have contributed special- 
ized research chapters that demonstrate in 
detail the way they each use fractal con- 
cepts in their research in physical and 
human geography, as well as in cartogra- 
phy, remote sensing, and geographic infor- 
mation analysis. 

This book offers readers an in-depth look 
at the fascinating subject of fractals and its 
relevance and potential in geography. 
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